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LED light is multifaceted
In a class of its own: OSRAM’s new  
LED lamp product range
Because for us, only better will do

Light is OSRAM
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Modern technology, innovation and efficiency: 
a great selection and quality

Osram LED lamps Trade  |  Highlights

The highlights of the new product range:

Reflectors and lamps with a traditional bulb design:
—— Completely optimised and expanded portfolio 
—— PAR16 reflector lamps available up to 65W replacement
—— MR16 reflector lamps available up to 50W+ 
replacement and in optimised sizes

—— A more economical range of AR111 /PAR30 /PAR38 
lamps with higher light output

SubstiTUBE® LED tubes:
—— Plug & play – genuine retrofit solution
—— Efficiency to 109 lm/W
—— Up to 50% energy savings compared to a T8 
fluorescent lamp

—— Up to 5 times longer lifespan than 
classic fluorescent lamps3

—— Instant 100% light, flicker-free
—— Up to 5-year guarantee4

* �Under the assumption that the lamps are operated in accordance with OSRAM recommendations. Precise guarantee terms and conditions at: www.osram.com/guarantee

Research – Innovation – Quality Assurance

OSRAM invests in two sectors in particular: In research and development and also in continuous quality assurance. The combination of 

innovative strength and application orientation produces distinct added value – and at an outstanding price-to-performance ratio. By 

opting for OSRAM LED lamps, your customers are purchasing products that:

—— Meet the specific requirements in the particular field of application

—— Are at the cutting edge of technology

—— Meet the highest quality standards
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^�The total energy efficiency and light distribution of a unit will depend on its design.

Our portfolio – versatile and better

Osram LED lamps Trade  | S egments

SubstiTUBE® LED lamps as an alternative to T8 fluorescent lamps^

Basic For professional lighting 
installations

—— Very long lifespan of up to 40,000 hours
—— Up to 109 lm/W
—— Adapted for use in warehouses, underground parking lots and 
corridors

—— Available for CCG luminaires

Value For cost-oriented 
lighting jobs

—— Long lifespan of up to 30,000 hours
—— Up to 100 lm/W
—— Adapted for use in private households, stairwells, garages and 
basement rooms

—— Available for CCG luminaires

Product Segmentation

Key Quality Application

PARATHOM® PRO Premium lighting for 
professional
applications

—— Very long lifespan of up to 45,000 hours
—— High quality of light thanks to exceptional color rendering  
of Ra>90

—— Extremely high binning of SDCM <4

PARATHOM®

ADV/
LED SUPERSTAR®

High quality and flexible 
lighting for professional 
applications

—— Long lifespan of 25,000 hours
—— Both dimmable and non dimmable
—— Wide and flexible portfolio to meet different project needs
—— High binning of SDCM<5
—— Excellent system compatibility (transformer/dimmers)

LED STAR® Good quality lighting to 
meet basic application 
needs

—— Lifespan of 15,000 hrs
—— Non dimmable 
—— Basic system compatibility (transformers) OSRAM
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Technical data  |  OSRAM LED Reflector lamps

 LED SUPERSTAR® PAR16

Item name Product number
(EAN)

 1 Replace-
ment for

 1   2  3

LED SUPERSTAR® PAR16 35 adv

SS PAR16 35 36 3.3W/827 GU10 4052899303676 3.3 35W 250 1,000 2,700 ≥80 ✓ 36º 58 50 25,000 01

SS PAR16 35 36 3.3W/830 GU10 4052899303706 3.3 35W 250 1,000 3,000 ≥80 ✓ 36º 58 50 25,000 01

SS PAR16 35 36 3.3W/865 GU10 4052899303737 3.3 35W 250 1,000 6,500 ≥80 ✓ 36º 58 50 25,000 01

LED SUPERSTAR® PAR16 50 adv

SS PAR16 50 36A 5.5W/827 GU10 4052899303768 5.5 50W 380 900 2,700 ≥80 ✓ 36º   58 50 25,000 01

SS PAR16 50 36A 5.5W/830 GU10 4052899303799 5.5 50W 380 900 3,000 ≥80 ✓ 36º   58 50 25,000 01

SS PAR16 50 36A 5.5W/865 GU10 4052899304161 5.5 50W 380 900 6,500 ≥80 ✓ 36º   58 50 25,000 01

SS PAR16 50 24A 5.5W/827 GU10 4052899304192 5.5 50W 370 1,600 2,700 ≥80 ✓ 24º   58 50 25,000 01

SS PAR16 50 24A 5.5W/830 GU10 4052899304222 5.5 50W 370 1,600 3,000 ≥80 ✓ 24º   58 50 25,000 01

1 �All technical parameters apply to the complete lamp. Due to the complex manufacturing process of light emitting diodes, the specified typical values of the LED parameters merely represent purely 
statistical variables. They do not necessarily correspond to the actual technical parameters or each individual product, which can deviate from the typical value

2 �LED lamps can be operated with a wide variety of commercially-available dimmers; details and results of compatibility tests can be seen at www.osram.com/dim and in the additional technical 
product information sheets linked there

3 �L70/B50
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Technical data  |  OSRAM LED Reflector lamps

PARATHOM® ADVANCED PAR30, 38 / LED STAR® PAR38

Item name Product number
(EAN)

 1 Replace-
ment for

 1   2  3

PARATHOM® ADVANCED PAR30 100*

P PAR30 100DIM 9W/827 E27 4052899938519   9   90 W    766 1,800 2,700 ≥80 ✓ 30º   87   64 30,000 01

PARATHOM® ADVANCED PAR38 120*

P PAR38 120DIM 14W/827 E27 4052899938526 14 120 W 1,035 2,500 2,700 ≥80 ✓ 30º 129 121 30,000 02

LED STAR® PAR38 120

S PAR38 120 24 12W/827 E27 4052899281516 12 120 W 1,050   5,850 2,700 ≥80 – 24º 130 122 25,000 03

1 �All technical parameters apply to the complete lamp. Due to the complex manufacturing process of light emitting diodes, the specified typical values of the LED parameters merely represent purely 
statistical variables. They do not necessarily correspond to the actual technical parameters or each individual product, which can deviate from the typical value

2 �LED lamps can be operated with a wide variety of commercially-available dimmers; details and results of compatibility tests can be seen at www.osram.com/dim and in the additional technical 
product information sheets linked there

3 �L70/B50

* Product may have long leadtime on make-to-order basis. Thus, please consult OSRAM before placing orders.
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Technical data  |  OSRAM LED Reflector lamps

PARATHOM® PRO LEDspot 111 / LED STAR® AR111

1 �All technical parameters apply to the complete lamp. Due to the complex manufacturing process of light emitting diodes, the specified typical values of the LED parameters merely represent purely 
statistical variables. They do not necessarily correspond to the actual technical parameters or each individual product, which can deviate from the typical value

2 �LED lamps can be operated with a wide variety of commercially-available dimmers; details and results of compatibility tests can be seen at www.osram.com/dim and in the additional technical 
product information sheets linked there

3 �L70/B50

* Product may have long leadtime on make-to-order basis. Thus, please consult OSRAM before placing orders.

Item name Product number
(EAN)

 1 Replace-
ment for

 1   2  3

PARATHOM® PRO LEDspot 111 50 adv*

P PAR111 50 24 8.5W/927 G53 4052899907720   8.5 50 W 450 — 2,700 90 ✓ 24º 58.5   111 45,000 01

PARATHOM® PRO LEDspot 111 75 adv*

P PAR111 75 24 12.5W/827 G53 4052899907812 12.5 75 W 740 — 2,700 80 ✓ 24º 58.5 111 45,000 01

P PAR111 75 40 12.5W/827 G53 4052899907843 12.5 75 W 740 — 2,700 80 ✓ 40º 58.5 111 45,000 01

LED STAR® AR111 75*

S AR111 75 24 10.5W/827 G53 4052899281387 10.5   75 W 850 3,500 2,700 ≥80 — 24º   56   110 30,000 02

S AR111 75 40 10.5W/827 G53 4052899281431 10.5   75 W 850 1,800 2,700 ≥80 — 40º   56   110 30,000 02

LED STAR® AR111 120*

S AR111 120 24 13W/830 G53 4052899281455   13   120 W 1,100 4,500 3,000 ≥80 — 24º   56   110 30,000 02

S AR111 120 40 13W/830 G53 4052899281479   13   120 W 1,100 2,400 3,000 ≥80 — 40º   56   110 30,000 02
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1 �All technical parameters apply to the complete lamp. Due to the complex manufacturing process of light emitting diodes, the specified typical values of the LED parameters merely represent purely 
statistical variables. They do not necessarily correspond to the actual technical parameters or each individual product, which can deviate from the typical value

2 �LED lamps can be operated with a wide variety of commercially-available dimmers; details and results of compatibility tests can be seen at www.osram.com/dim and in the additional technical 
product information sheets linked there

3 �L70/B50

Technical data  |  OSRAM LED Reflector Lamps

LED Superstar® MR16

Item name Product number
(EAN)

 1 Replace-
ment for

 1   2  3

LED SUPERSTAR® ADVANCED MR 16 35

SS MR16 35 24A 5W/827 GU5.3 4052899302532   5   35 W 370 1,500 2,700 ≥80 ✓ 24º 52 50 25,000 01

SS MR16 35 24A 5W/830 GU5.3 4052899302563   5   35 W 370 1,500 3,000 ≥80 ✓ 24º 52 50 25,000 01

SS MR16 35 36A 5W/827 GU5.3 4052899302594   5   35 W 370 900 2,700 ≥80 ✓ 36º 52 50 25,000 01

SS MR16 35 36A 5W/830 GU5.3 4052899303133   5   35 W 370 900 3,000 ≥80 ✓ 36º 52 50 25,000 01

SS MR16 35 36A 5W/865 GU5.3 4052899303164   5   35 W 370 900 6,500 ≥80 ✓ 36º 52 50 25,000 01

LED SUPERSTAR® ADVANCED MR 16 50

SS MR16 50 24 7W/D 827 GU5.3 4052899303553 7 50W 500 2,050 2,700 80 ✓ 24º 56   50 25,000 02

SS MR16 50 24 7W/D 830 GU5.3 4052899303584 7 50W 500 2,050 3,000 80 ✓ 24º 56   50 25,000 02

SS MR16 50 24 7W/D 865 GU5.3 4052899303317 7 50W 500 2,050 6,500 80 ✓ 24º 56   50 25,000 02

SS MR16 50 36 7W/D 827 GU5.3 4052899303614 7 50W 500 1,150 2,700 80 ✓ 36º 56   50 25,000 02

SS MR16 50 36 7W/D 830 GU5.3 4052899303645 7 50W 500 1,150 3,000 80 ✓ 36º 56   50 25,000 02

SS MR16 50 36 7W/D 865 GU5.3 4052899303348 7 50W 500 1,150 6,500 80 ✓ 36º 56   50 25,000 02

SS MR16 50 60 7W/D 830 GU5.3 4052899303379 7 50W 500 500 3,000 80 ✓ 60º 56   50 25,000 02

SS MR16 50 60 7W/D 865 GU5.3 4052899303409 7 50W 500 500 6,500 80 ✓ 60º 56   50 25,000 02
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Technical data  |  OSRAM LED Reflector Lamps

LED STAR® MR11 / MR16

Item name Product number
(EAN)

 1 Replace-
ment for

 1   2  3

LED STAR® MR 11 20

S MR11 20 30 3.7W/827 GU4 4052899919235 3.7 20 W 200 550 2,700 80 — 30º 39 34.7 15,000 01

LED STAR® MR 16 20

S MR16 20 36 3W/827 GU5.3 4052899307476 3 20 W 230 600 2,700 80 — 36º 47 50 15,000 02

S MR16 20 36 3W/865 GU5.3 4052899307940 3 20 W 230 600 6,500 80 — 36º 47 50 15,000 02

LED STAR® MR 16 35

S MR16 35 36 5W/827 GU5.3 4052899307506 5 35 W 380 800 2,700 80 — 36º 47 50 15,000 03

S MR16 35 36 5W/865 GU5.3 4052899307858 5 35 W 380 900 6,500 80 — 36º 47 50 15,000 03

1 �All technical parameters apply to the complete lamp. Due to the complex manufacturing process of light emitting diodes, the specified typical values of the LED parameters merely represent purely 
statistical variables. They do not necessarily correspond to the actual technical parameters or each individual product, which can deviate from the typical value

2 �LED lamps can be operated with a wide variety of commercially-available dimmers; details and results of compatibility tests can be seen at www.osram.com/dim and in the additional technical 
product information sheets linked there

3 �L70/B50
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Technical data  |  OSRAM LED Classic Lamps

LED SUPERSTAR® Classic A

Item name Product number
(EAN)

 1 Replace-
ment for

 1   2  3

LED SUPERSTAR® Classic A60 adv

SST CLA60 10W/827 FR E27 4052899211407 10 60 W 806 — 2,700 80 ✓ — 110 60 25,000 01

SST CLA60 10W/840 FR E27 4052899211421 10 60 W 806 — 4,000 80 ✓ — 110 60 25,000 01

SST CLA60 10W/827 FR B22d 4052899911222 10 60 W 806 — 2,700 80 ✓ — 110 60 25,000 02

1 �All technical parameters apply to the complete lamp. Due to the complex manufacturing process of light emitting diodes, the specified typical values of the LED parameters merely represent purely 
statistical variables. They do not necessarily correspond to the actual technical parameters or each individual product, which can deviate from the typical value

2 �LED lamps can be operated with a wide variety of commercially-available dimmers; details and results of compatibility tests can be seen at www.osram.com/dim and in the additional technical 
product information sheets linked there

3 �L70/B50
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Technical data  |  OSRAM LED Classic Lamps

LED STAR® Classic A

Item name Product number
(EAN)

 1 Replace-
ment for

 1     3

LED STAR® Classic A40

LS CLA40 4.7W/827 FR E27 4052899252240 4.7 40W 350 — 2,700 80 — — 110 60 15,000 01

LS CLA40 4.7W/865 FR E27 4052899252264 4.7 40W 380 — 6,500 80 — — 110 60 15,000 01

LS CLA40 4.7W/827 FR B22D 4052899252462 4.7 40W 350 — 2,700 80 — — 108 60 15,000 02

LS CLA40 4.7W/865 FR B22D 4052899252486 4.7 40W 380 — 6,500 80 — — 108 60 15,000 02

LED STAR® Classic A60

LS CLA60 7.5W/827 FR E27 4052899252288 7.5 60W 600 — 2,700 80 — — 112 60 15,000 03

LS CLA60 7.5W/865 FR E27 4052899252301 7.5 60W 630 — 6,500 80 — — 112 60 15,000 03

LS CLA60 7.5W/827 FR B22D 4052899252523 7.5 60W 600 — 2,700 80 — — 100 60 15,000 04

LS CLA60 7.5W/865 FR B22D 4052899252547 7.5 60W 630 — 6,500 80 — — 100 60 15,000 04

LED STAR® Classic A70

LS CLA70 9W/827 FR E27 4052899252325 9 70W 806 — 2,700 80 — — 112 60 15,000 05

LS CLA70 9W/865 FR E27 4052899252349 9 70W 850 — 6,500 80 — — 112 60 15,000 05

LS CLA70 9W/827 FR B22D 4052899252561 9 70W 806 — 2,700 80 — — 100 60 15,000 06

LS CLA70 9W/865 FR B22D 4052899252585 9 70W 850 — 6,500 80 — — 100 60 15,000 06

1 �All technical parameters apply to the complete lamp. Due to the complex manufacturing process of light emitting diodes, the specified typical values of the LED parameters merely represent purely 
statistical variables. They do not necessarily correspond to the actual technical parameters or each individual product, which can deviate from the typical value

2 �LED lamps can be operated with a wide variety of commercially-available dimmers; details and results of compatibility tests can be seen at www.osram.com/dim and in the additional technical 
product information sheets linked there

3 �L70/B50
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LED STAR® Classic A

Technical data  |  OSRAM LED Classic Lamps

Item name Product number
(EAN)

 1 Replace-
ment for

 1     3

LED STAR® Classic A100

LS CLA100 10.5W/827 FR E27 4052899252387 10.5 100W 1,055 — 2,700 80 — — 111 60 15,000 01

LS CLA100 10.5W/865 FR E27 4052899252400 10.5 100W 1,100 — 6,500 80 — — 111 60 15,000 01

LS CLA100 10.5W/827 FR B22D 4052899252622 10.5 100W 1,055 — 2,700 80 — — 109 60 15,000 02

LS CLA100 10.5W/865 FR B22D 4052899252660 10.5 100W 1,100 — 6,500 80 — — 109 60 15,000 02

LED STAR® Classic A125

LS CLA125 14W/827 FR E27 4052899252509 14 125W 1,300 — 2,700 80 — — 120 60 15,000 03

LS CLA125 14W/865 FR E27 4052899252745 14 125W 1,350 — 6,500 80 — — 120 60 15,000 03

LS CLA125 14W/827 FR B22D 4052899252608 14 125W 1,300 — 2,700 80 — — 118 60 15,000 04

LS CLA125 14W/865 FR B22D 4052899252646 14 125W 1,350 — 6,500 80 — — 118 60 15,000 04

1 �All technical parameters apply to the complete lamp. Due to the complex manufacturing process of light emitting diodes, the specified typical values of the LED parameters merely represent purely 
statistical variables. They do not necessarily correspond to the actual technical parameters or each individual product, which can deviate from the typical value

2 �LED lamps can be operated with a wide variety of commercially-available dimmers; details and results of compatibility tests can be seen at www.osram.com/dim and in the additional technical 
product information sheets linked there

3 �L70/B50
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Technical data  |  OSRAM LED Classic Lamps

LED STAR® Classic B / P

Item name Product number
(EAN)

 1 Replace-
ment for

 1     3

LED STAR® Classic B25

S CL B25   3.3W/827 CS E14 4052899252684 3.3 25W 250 — 2,700 80 — — 100 35 15,000 01

S CL B25   3.3W/827 FR E14 4052899252707 3.3 25W 250 — 2,700 80 — — 100 35 15,000 02

LED STAR®  Classic B40

S CL B40   4.5W/827 CS E14 4052899252721 4.5 40W 350 — 2,700 80 — — 112 38 15,000 03

S CL B40   4.5W/827 FR E14 4052899252080 4.5 40W 350 — 2,700 80 — — 112 38 15,000 04

LED STAR® Classic P25

S CL P25 3.5W/827 FR E14 4052899251625 3.5 25W 250 — 2,700 80 — — 80 45 15,000 05

S CL P25 3.5W/827 CL E14 4052899251649 3.5 25W 250 — 2,700 80 — — 80 45 15,000 06

S CL P25 3.5W/827 FR E27 4052899251748 3.5 25W 250 — 2,700 80 — — 74 45 15,000 09

S CL P25 3.5W/827 CL E27 4052899251762 3.5 25W 250 — 2,700 80 — — 74 45 15,000 08

S CL P25 3.5W/865 FR E27 4052899251786 3.5 25W 280 — 6,500 80 — — 74 45 15,000 07

S CL P25 3.5W/827 FR B22D 4052899251861 3.5 25W 250 — 2,700 80 — — 72 45 15,000 09

S CL P25 3.5W/865 FR B22D 4052899251908 3.5 25W 280 — 6,500 80 — — 72 45 15,000 09

LED STAR® Classic P40

S CL P40 4.5W/827 CL E14 4052899251700 4.5 40W 350 — 2,700 80 — — 89 45 15,000 08

S CL P40 4.5W/827 CL E27 4052899251823 4.5 40W 350 — 2,700 80 — — 87 45 15,000 10

S CL P40 4.5W/827 CL B22D 4052899251946 4.5 40W 350 — 2,700 80 — — 86 45 15,000 10

1 �All technical parameters apply to the complete lamp. Due to the complex manufacturing process of light emitting diodes, the specified typical values of the LED parameters merely represent purely 
statistical variables. They do not necessarily correspond to the actual technical parameters or each individual product, which can deviate from the typical value

2 �LED lamps can be operated with a wide variety of commercially-available dimmers; details and results of compatibility tests can be seen at www.osram.com/dim and in the additional technical 
product information sheets linked there

3 �L70/B50
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SubstiTUBE®

Item name Product number
(EAN)

 1 Replace-
ment for 

fluorescent
lamp2

 1     3

SubstiTUBE® Basic

ST8B-0.6M    9W/830 230V  G13 4052899314658 9 603mm 800 — 3,000 >80 — — 603 27.5 40,000 01

ST8B-0.6M    9W/840 230V  G13 4052899314672 9 603mm 900 — 4,000 >80 — — 603 27.5 40,000 01

ST8B-0.6M    9W/865 230V  G13 4052899314696 9 603mm 900 — 6,500 >80 — — 603 27.5 40,000 01

ST8B-1.2M   20W/830 230V G13 4052899314719 20 603mm 1,900 — 3,000 >80 — — 603 27.5 40,000 01

ST8B-1.2M   20W/840 230V G13 4052899314733 20 1,212mm 2,100 — 4,000 >80 — — 1,212 27.5 40,000 01

ST8B-1.2M   20W/865 230V G13 4052899314757 20 1,212mm 2,100 — 6,500 >80 — — 1,212 27.5 40,000 01

ST8B-1.5M   22W/830 230V G13 4052899314771 22 1,212mm 2,160 — 3,000 >80 — — 1,212 27.5 40,000 01

ST8B-1.5M   22W/840 230V G13 4052899314795 22 1,513mm 2,400 — 4,000 >80 — — 1,513 27.5 40,000 01

ST8B-1.5M   22W/865 230V G13 4052899314818 22 1,513mm 2,400 — 6,500 >80 — — 1,513 27.5 40,000 01

SubstiTUBE® Value

ST8V-0.6M 8.9W/830 G13 4052899314832 8.9 603mm 720 — 3,000 >80 — — 603 28 30,000 01

ST8V-0.6M 8.9W/840 G13 4052899314856 8.9 603mm 800 — 4,000 >80 — — 603 28 30,000 01

ST8V-0.6M 8.9W/865 G13 4052899314870 8.9 603mm 800 — 6,500 >80 — — 603 28 30,000 01

ST8V-1.2M 19W/830 G13 4052899314894 19 1,212mm 1,530 — 3,000 >80 — — 1,212 28 30,000 01

ST8V-1.2M 19W/840 G13 4052899314917 19 1,212mm 1,700 — 4,000 >80 — — 1,212 28 30,000 01

ST8V-1.2M 19W/865 G13 4052899314931 19 1,212mm 1,700 — 6,500 >80 — — 1,212 28 30,000 01

ST8V-1.5M 21.5W/830 G13 4052899314955 21.5 1,513mm 1,890 — 3,000 >80 — — 1,513 28 30,000 01

ST8V-1.5M 21.5W/840 G13 4052899314979 21.5 1,513mm 2,100 — 4,000 >80 — — 1,513 28 30,000 01

ST8V-1.5M 21.5W/865 G13 4052899315037 21.5 1,513mm 2,100 — 6,500 >80 — — 1,513 28 30,000 01

Technical data  |  OSRAM LED Tubes

1 �All technical parameters apply to the complete lamp. Due to the complex manufacturing process of light emitting diodes, the specified typical values of the LED parameters merely represent purely 
statistical variables. They do not necessarily correspond to the actual technical parameters or each individual product, which can deviate from the typical value

2 �LED lamps can be operated with a wide variety of commercially-available dimmers; details and results of compatibility tests can be seen at www.osram.com/dim and in the additional technical 
product information sheets linked there

3 �L70/B50
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Our portfolio at a glance

Reflector Classic

PAR16 MR16 MR11 AR111 PAR30/38 A A B P P P

GU10 GU5.3 GU4 G53 E27 E27 B22d E14 E27 B22d E14

PARATHOM® 
PRO* — — — × — — — — — — —

Premium lighting for professional applications

PARATHOM® 
Advanced*/
LED SUPERSTAR®

× × — — × × × × × × ×

High quality and flexibility for all dimmable applications

LED STAR®

× × × × × × × × × × ×

A large RETROFIT portfolio in vintage design

Tubes

G13

SubstiTUBE® Basic ×

For professional lighting installations

SubstiTUBE® Value ×

For cost-oriented lighting installations

Osram LED lamps Trade  |  Product overview

*Product may have long leadtime on make-to-order basis. Thus, please consult OSRAM before placing orders.

1 �All technical parameters apply to the complete lamp. Due to the complex manufacturing process of light emitting di-
odes, the specified typical values of the LED parameters merely represent purely statistical variables. They do not 
necessarily correspond to the actual technical parameters or each individual product, which can deviate from the 
typical value

2 �LED lamps can be operated with a wide variety of commercially-available dimmers; details and results of compatibility 
tests can be seen at www.osram.com/dim and in the additional technical product information sheets linked there

3 �L70/B50

d

l

d

l



www.osram.com.au

E
N

 1
0/

15
 O

SRAM





 S
-G

I M
K

 A
P

A
C

 
E

rr
o

rs
 a

nd
 o

m
is

si
o

n 
ex

ce
p

te
d

.

OSRAM Australia

Head Office

Level 11, 423 Pennant Hills Road, 

Pennant Hills, NSW 2120

Phone	 61 2 9481 8399

1300 467 726	

www.osram.com.au


